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FLAMMABLE 545

DO NOT LOAD OR STORE
with

DboNOT
LOAD OR STORE with

HON-FLAMMABLE 6AS

rosive liquids, (Black
and whité Corrosive label.)

b. Ammonium nitrate—fuel
oil mixture or ammonium
nitrate, fertilizer grade,
may be loaded with high
explosives or detonators
containing Rot more than
1 gram of explosive each,
excluding ignition and
delay charges.

a. Do not load below or

‘l PERSYINE, adjacent to acids or cor-

Corrosive

L POISON GAS

DO NOTLOAD OR

Poisonous
Gases or'
Liguids

STORE with

Piacard any quantity of
Explosives A or combination
Of A& B Explosives. See
DDANGEROUS for mixed
loads.

Piacard any quantity of
Explosives B. Use Explosive
Aplacard it mixed with
Explosives A materials.

Plecard 1000 pounds or more
9ross aggregate wight
‘of Corrosives

Placarg 1000 pounds o more of
fiammabie fiquida or flammablo
scllds (axcapt whe

Piacard 1000 pounds or more of
flammabie solids. FLAMMABLE
placard is an acceptable aiter-

nate excapt when DANGER-
QUS WHEN WET label alsa
ppears.

Piacasdany quantity of Radio-

aclive Yellow- Il . Mo

placard is required fay
Radioactive 1 and I

materials,

e

Piacard 1000 pounds or mose
gross aggregate waignt of
flammable

Use this placard for any
‘quantity of Flammable Solid
when & DANGEROUS
WHEN WET Iabel is
displayed adjacent to
the FLAMMABLE
SOLID tabel.

i Use this ptacard displaying the
\ proper UN or NA number when
trangporting combustible
Hquid in portable tanks, cargo.

tanks, or of

Acids or
ive
Liquids

©

ent material.

a. Do not Ioad above or adja-
cent to Flammable Solids
or Oxidizers, certain
rocket ammunition and
propellant explosives. (See
177.848 footnote b.)

b. Do not load with cyanide
or cyanide mixture.

. Nitric Acid. When in same
vehicle with other acids or
corrosive liquids in carboys,
must be separated from other
carboys. Nail 2 x 6 plank on
edge
least 12 inches from nitric
acid carboys and fill space
with sand, sifted ashes or
other incombustible absorb-

.

1
Do not foad or store ‘smail arms ammuni-
tion, Primers for cannon or smalt arms,
empty cartridge bags—black powder
igniters, empty cartrictje cases, primed,
emply grenades, prined. combination
pmrlber§ Of percussioti caps. 1oy caps,

DO NOT L4

across vehicle fioor at

explasive rivets.
Patcussion fuzes, Tracer Fuzes, Tracers.
Time, combination of. detonating fuzes,
Class C. Cordeau, deonant fuse, Sak
squibs, Fuse lighters, Fuse igniters, Delay
electric igniters, Electfic squibs, instanta-
neous fuse, with initig ing or priming
explosives. :

Placard 1000 pounds or more.
gross agasegate weight of
Oxidizing Material.

«»  Placard 1000 pounds of more
gross aggregate waight of
Non-Flammable Gas.

s g o e s
roriammatia gus o rachadno 110 o3 o .
ot 16qirsd e apngng's Femmeie G sicars.

Do not load or store
with special fireworks
or railroad torpedoes,
initiating or priming
explosives,

fosin

or any other material
n

sumplion by humans
or animals,

(77881 (e},

for can-

ispecial cara shouid
‘o taken in toading
4nd teansporting

Placard 1000 pounds or more.
o1 Class B Foisans.

)

Placard 1000 pounds or more
of Organic Peroxide.

8

ORGANIC
PEROXIDE

¥

QL

QOANGEROUS) oz

MIXED
LOADS

slacaslor 1000 oo o

md oxidizers which
+1@ lkely to become
hazardous when wat

IMPORTANT:

wetidd in the loading
nd transporting
*process. (177,838 (b).

EMERGENCY HANDLING INSTRUCTIONS: If you discover a spill or leaka

IMPonTA"T! WHEN LOADING HAZARDOUS MATERIALS, BE SURE TO:

« See it any other dangerous articles have already been loaded on vehicle or stored in storage area.

o If such articies are present,

their label and

e they can or cannot be loadsd or stored together.

« Detailed loading and storage informati
of Hazardous Materiais™ Para.

177848,

(1) isolate your vehicle and

Use the above chart to be certain

ion may be found in CFR 49, Subpart C “Loading and Storage Chart

TFont piacard may accur on eiiher 1 cai af cargh Sody
2

]
or 3ign. Bouble placarding snouid be adjecent 10 each other.

3. Combinations of vanicles. each of which contain hazardous
materiais shell each be placarded in accordanca with the above
chast.

4. Placaray snoutd be when hazardous materiata have
boon acitied. Permanent placarding assembtiss should bé Tumed
10 the “Drive Safety” placard.

.
Watch: for other markings as well as for shipper and/or shipping

label roquirement if in Gout. Loose or Missing lavals Mmust be
replacec.

Placard 1000 pounds ot more
of Blasting Agents.

Blasting Agent Placard need
0t e disptayed if placarded
xpiosives A o B.

BLASTING
AGENTS

(2) IMMEDIATELY contact your Dispatcher for further.emergency handli_ng instructions.

'

Use the plucard for mixed loads containing mora
han ona kind ot hhzardous material requicing placards when
ihe agaregate grosi weigh! tolals 1000 pounds or more excepl
the following whictj require their own speciic placard for any
quantiy

£ . GROUPA
Explosive A | Poison Gas
Explasive | (Class A
Radioactive | Flammatle Solid
Yellow- 1 ) TDangerous When Wet)
aRouP B

Specific plavards afe aiso required for each of the olher classi-
ficalians i 5000 pouhas or more (gross agaregate weighti of one
al is 1oaded at one loading lacility,

UBLE PLACARDING

oo
class of such mater

0
Double placarding should be used when loads requiring Thie™m

shown 1n Group A lexcepl Explosive A anu Sueplosie B) and with
5000 pounds or moiw of all other Classes as described under
Group B. (

ge from a trailer and you are handling hazardous materials,

SAME VEHICLE WITH MATFERIAL WHICH IS MARKED
ED FOR COMSUMPTION BY HUMANS OR ANIMALS.

TRUCK PLACARDING CHART
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* “YATTACH BILLS HERE)

HAZARDOUS MATERIALS FLAG
INSTRUCTIONS TO CODING CLERK AND CITY PICK-UP DRIVERS:
1. Attach a copy of this form to each Shippers Bill of Lading describing hazardous materials. This form must accompany the

Bill of Lading to the dock.
INSTRUCTIONS TO DOCK FOREMEN AND DOCKMEN.

TR%ER NUM@BERS ¥

1. This freightis a HAZARDOUS MATERIAL. Check the compatibility of this freight before loading with other freight on the
same trailer by using the Loading and Storage Guide on the reverse side. Once loaded, record trailer number in space

above.

2. Mark the classification (Poison ‘A’, Flammable Liquid, etc.,) and position of this freight (2A, 9B, etc.,) in the “Comments”
section of the OD-8. Foodstuffs, feeds, or any other edibles must also be noted in this section (See WARNING below.).

3. ACCESS TO MIXED LADINGS. Flammable solids, oxidizing materials, or corrosive liquids, when transported on a motor
vehicle with other lading not otherwise forbidden, shall be loaded as to provide ready access thereto for shifting or removal.

4. When this trailer is closed, determine proper placarding from “Placarding Requirement” information on reverse side.
5. This form must remain attached to the Bill of Lading when returned to the office for closeout.

INSTRUCTIONS TO BILLING CLERKS AND ROAD DISPATCHERS:
%"‘“‘ “F=The hazardous MateriaS bill and 2 FE6PY ot

bid

indicated.

/6 Shippers Bill o? Ladin ng ‘must be Staplied to the top of this form where

2. The hazardous material classmcatuon and welght on the hazardous material bill must be transcribed to the OD-74.

3. Hazardous materials shipments MUST NOT BE DISPATCHED without proper billing accompanying the shipment. “LIMITEL
QUANTITY?” bills should be attached to this form and transcribed to the OD-74. The description and classification must be
consistent with Part 172.101 of the Hazardous Materials Tariff 111. Abbreviations must NOT be used.

WARNING: MATERIAL BEARING A POISON LABEL MUST NOT BE TRANSPORTED IN THE SAME VEHICLE WITH MATERIAL" K
WHICH IS MARKED AS OR KNOWN TO BE FOODSTUFFS, OR ANY OTHER EDIBLE MATERIAL INTENDED FOR CONSUMPTiION

BY HUMANS OR ANIMALS.

See reverse side for Compatibility and Placarding Charts

MIXED PLACARD REQUIREMENTS:

Except as noted below, use the DANGEROQUS placard for mixed loads (of
more than one kind of hazardous material requiring placards) if the total
weight is 1000 Ibs. or more.

Exception: 1. Also apply the specific placard if loading any quantity of
the following classes:
Poison A Radioactive
(Poison Gas) (Yellow lI1)
Flammabie Solid
(Dangerous When Wet)

2. Also apply the specific placard if picking up or
consolidating 5000 Ibs. of freight from any one of the
following hazard classes: :

Blasting Agents
Combustible Liquid
Corrosive Material
Expiosive C
Flammable Gas
Fiammabile Liquid
PENALTY FOR VIOLATIONS OF HAZARDOUS
MATERIALS REGULATIONS
Civil penalties can be imposed up to a maximum fine of $10,000. The
maximum criminal penalty for knowing violations can be as high as $25,000
fine or five years in jail or both.
EMERGENCY HANDLING INSTRUCTIONS
In case of a spill or leakage of any hazardous material commodity, alerta
Supervisor to consult the terminal Emergency Handling Guide.

Flammable Solid
Irritating Material
Non-Flammable Gas
Organic Peroxide
Oxidizer

Poison B

CLASSIFICATION
Blasting Agents
Combustible

Corrosive material
Explosive ‘C’
Flammable gas
Flammable liquid
Flammable solid

Flammable solid
(Dangerous When Wet)

Irritating material
Non-flammable gas
Organic peroxide
Oxidizing material
Poison “A”

Poison “B”
Radioactive |
Radioactive Il
Radioactive !l

PLACARD

REQUIREMENTS

1000 Ibs or more

Combustible placard required only when

LTD. QTY.
WEIGHT

a material classed as a combustible
liquid is transported in a package of over

110 gallons capacity.

1000 Ibs or more
1000 ibs or more
1000 Ibs or more
1000 Ibs or more
1000 Ibs or more
Any quantity

1000 Ibs or more
1000 Ibs or more
1000 Ibs or moré
1000 Ibs or more
Any quantity .
1000 Ibs or more
None required
None required
Any quantity
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